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System Configuration Examples
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LANMIX is a new name that represents the total solution offered by Canon, through the combination of our LANMIT (Large Area New-MIS Sensor and TFT) detector and other X-ray imaging equipment and software. 
In the future, expect more great systems from Canon under this new name. 
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FOR IMMEDIATE AVAILABILITY OF 
HIGH-QUALITY X-RAY IMAGES

The versatile, reliable CXDI-40EG expands the scope of Digital Radiography with superb diagnostic image quality,
immediate results, extensive networking capability, custom configuration options and more.

Digital Radiography System

Multipurpose Flat Panel Detector

X-ray Generator

Ethernet cable

X-ray IF cable

Upright Stand
CXDI-40EG
Sensor Unit

Power Box

 Control Station

Sensor 
cable (7m)

CXDI-50G
Portable Sensor Unit

Bucky Table
CXDI-40EG
Sensor Unit

Sensor 
cable (7m)

Sensor 
cable (7m)

X-ray Generator

Ethernet 
cable

Ethernet 
cable

X-ray IF cable

X-ray IF cable

Power Box

Power Box

 Control Station

Hub

Sensor 
cable (7m)

Sensor 
cable (7m)

X-ray Generator

Ethernet 
cable

Ethernet 
cable

X-ray IF cable

X-ray IF cable

Power Box

Power Box

 Control Station

Hub

Upright Stand
CXDI-40EG
Sensor Unit

Bucky Table
CXDI-40EG
Sensor Unit

■ CXDI-40EG + Upright Stand ■ CXDI-40EG with Portable CXDI-50G Unit ■ CXDI-40EG: Bucky Table + Upright Stand

For exact system configuration details, please contact your local authorized Canon representative. 

CXDI-40EG Specifications



The versatile CXDI-40EG can be used with an upright stand, 

C-arm stand, or Bucky table, or it can be retrofitted 

with existing equipment. 

The CXDI-40EG can be installed in multiple ways to fit
your workspace and workflow.

■ For Diverse Applications

Thanks to a large imaging area of 17 x 17 in. (43 x 43 cm), the CXDI-40EG lets

you capture desired anatomical views for both large and small format X-rays in

portrait or landscape

orientation—without having to

rotate the detector unit. From

examinations of the skull,

spine, chest, abdomen, to the

extremities, the generous size of

the detector accommodates a

wide variety of exams. 

■ Large Imaging Area 

The CXDI-40EG is built upon Canon's exclusive LANMIT 6

detector technology to deliver clear, high-resolution

diagnostic images. The Amorphous Silicon (a-Si) Flat Panel

Detector, the core component of the CXDI-40EG, contains

approximately 7.2 million pixels—each pixel only 160

microns. The detector also features an expansive 104

dynamic range, enabling capture of images that would

otherwise appear over or underexposed on conventional

film. Images are displayed in 12-bit grayscale (4096

gradations) to ensure the visibility of subtle contrast. 

■ High Quality Diagnostic Images

Ethernet 10/100 Base T connectivity with DICOM 3.0

compatibility enables seamless data transfer to any DICOM

hard copy output device, PACS, or HIS/RIS for efficient

printing, archiving, and remote viewing of images. The

system complies with IHE

(Integrating the Healthcare

Enterprise) standards for

interoperability to ensure

easy, effective integration

with your hospital network.

■ Seamless Network Integration

In a streamlined procedure that eliminates film

development, cassette replacement, and other process

steps, the CXDI-40EG delivers X-ray images more quickly

and efficiently than conventional systems, with

significantly less wait time for patients and staff. Images

can be previewed in just seconds after exposure, allowing

the operator to immediately confirm body position and

other factors

before sending

the image to a

n e t w o r k

destination. And

if another

exposure is

necessary, the

detector’s rapid

refresh cycle

ensures that the

next image can

be captured

without delay.

Realize the benefits of a digital workflow with the CXDI-40EG, a versatile, large-area detector that provides filmless,
cassetteless X-ray capture for wide range of general radiographic needs. The high-resolution detector features an
expansive dynamic range with state-of-the-art LANMIT 6 (Large Area New-MIS Sensor and TFT)
technology to achieve high-quality diagnostic images that can be viewed immediately. Offering
versatile configuration options, seamless integration into hospital networks, and considerably less
wait time than conventional systems, the CXDI-40EG will increase productivity in your
radiology department and beyond.

■ Confirm/input patient info
■ Set exposure conditions

■ Set exposure conditions

x Register patient ID for a cassette 
x Insert cassette

x Register patient ID for a cassette
x Insert cassette

x Film development/plate read out 
x Refresh the cassette

■ Position patient

■ X-ray exposure

■ Position patient

■ X-ray exposure

Multi-image capture with a Canon DR system
x denotes eliminated process steps

■ Enhanced Productivity, Immediate Results

Automatic sizing of X-ray images up to
17 x 17 in. (43 x 43 cm).

Discover the Advantage of Digital Radiographic Imaging 


